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P "3 DEPARTMENT OF LABOR ‘ O Mo, As-R3387
| - Occupauonal Safety and Health Administration™
f" AT a DPM Go726-]
MATERIAL SAFETY DATA SHEET
Req-uired under USDL Safety and Health Reéulations f§r Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)
‘ SECTION | , ‘
MANUFACTURER'S NAME ' EMERGENCY TELEPHONE NO.
ADCOAT, INC. ’ , v (714) 630-7311
Number, . City. Srate, 7 '
IS ERET TR BT A RoXy < B ALERTYA, CALIFORNIA 92670
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS
, AC-815-1RINNER
CHEMICAL FAMILY N [ FORMULA )
SOLVENTS, CHLCRINATED
| ~ SECTION Il - HAZARDOUS INGREDIENTS o
PAINTS, PRESERVATIVES, & SOLVENTS % (;:;’s) __ALLOYS AND METALL!YC COATINGS % (5:',;‘;,
PIGMENTS BASE METAL
CATALYST ‘ ALLOYS
VEHICLE ‘ METALLIC COATINGS
SOLVENTS 100 135 | PLUS COATING OR CORE FLUX
ADD!TIVES‘ QOTHERS
OTHERS -

" HazaRooOUs MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES x (J'la'a‘{u
PERCHLOROETHYLENE - 80 | 100
V M & P NAPHTHA 20 1 275

SECTION 11l - PHYSICAL DATA
BOILING POINT (°F.) 250° SPECIFIC GRAVITY (H;0=1) 1.44
VAPOR PRESSURE (mm Hg.) gsn\foscs&\éck;\rn.z 100
VAPOR DENSITY (Am-i) (EVAPORAT'ON R‘:‘;)E
SOLUBILITY IN WATER None
Appearance ano ooor (lear 1iquid, perchloroethylene odor
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
"Rone 80 30°F -~ bensky Martins e 0
EXTINGUISHING MEDIA )
n/a .
SPECIAL FIRE FIGHTING PROCEDURES
TUNUSUAL FIRE AND EXPLOSION HAZARDS ¥
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ScCTION V - HEALTH HAZARD DATA

TRRESHOLD LiMIT VALUE

135 ppm e - e
ﬁ&ggggigggyéég??%iﬁif Lack of coordination, poor judgement, 1ight-headed or dizzy.

Unusually severe exposure may cause unconsciousness. v

EMERGENCY AND FIRST AIO PROCEDURES o . .
Prompt removal from exposure. Call a physician immediately,

SECTION Vi - REACTIVITY DATA

STABILITY UNSTASLE CONDITIONS TO AVOID

T
STABLE X

INCOMPATABIVITY (Muterais 1o avord;, . . ) ]
strong oxidizing agents. ’

HAZARDOUS CECOMPOSITION P OULTS .
phosgene,‘%yé}ogen cﬁ?brvaé, and carbon monoxide

) CONDITIONS TO AVGIOD
HAZARDOUS MAY OCCUR

POLYMERIZATION
WILL NOT OCCUR X

SECTION VIl - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN (N CASE MATERIAL 1S RELEASED OA SPICLED" : ‘ =
Confine to smallest area, do not allow runoff to enter sewers, streams, etc. Keep

persons out of high vapor areas. Recover spills in drums or tanks, or absorb in

sawdust and remove.

b

| WASTE DISPOSAL METHOD

Same as for perchloroethylene

SECTION VIil - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specifv type] ]
Canister with organic vabor cartridage,

VENTILATION LOCAL EXMAUST 1 SPECIAL
MECHANICAL (General) ‘ OTHER
PROTECTIVE GLOVES . EYE PROTECTION ) .
PVa Gloves Safety glasses, qoqqles, or face shield

OTHER PROTECTIVE EQUIPMENT .
Rubber apron and protective work shoes.

NP

SECT!ON IX - SPECIAL PRECAUTIONS

A’RECaUTIONS Q BE TAKEN IN HA DULING AN STOghNG .
Vo1 Wi skin.

breat 1ng vapors and centac Keep away from sparks, glowing

surfaces, and open flame.

OTHER PRECAUTIONS
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